
 

Micro-Jammer  AMETEK Dynamic Fluid Solutions 

100 East Erie St. Suite 200 

Kent, OH USA 44240 

Phone: +1 330.673.3452 

Email: Dfs.information@ametek.com 

 Web: www.ametekdfs.com  

MECHANICAL 

DIAMETER: 3.0” Nominal  

DISCHARGE TYPE: Tangential 

DISCHARGE: Ø.85 Exhaust Tube  

APPROXIMATE WEIGHT: 10.4oz/.29kg 

 

 

TEMPERATURE 

OPERATING TEMP: 0°C to 40°C 

STORAGE TEMP: -40°C to 85°C 

 

ELECTRICAL 

OPERATING INPUT VOLTAGE RANGE: 19-28V 

 

FEATURES: 

2-Wire Motor-Blower Speed is Proportional to 

Supply Voltage 

 

REGULATORY CERTIFICATIONS 

COMPLIANCE: RoHS and Reach Compliant 

FULL LOAD AMPS:  2.4A

 

Flow 
Rate cfm 

Static 
Pressure 

inch 
H2O 

Total 
Pressure 

inch 
H2O 

Current 
A 

Power 
Demand 

W 
Voltage 

V 
Flow Temp 

°c 

Rotational 
Speed 

rpm 

Static 
Efficiency 

% 

Total 
Efficiency 

% 

22.88 0.68 1.30 2.37 66.22 27.99 21.32 24040 2.75 5.29 

15.03 10.34 10.61 2.18 61.08 28.03 21.20 25840 29.90 30.68 

10.14 15.12 15.25 1.97 55.28 28.08 21.14 27470 32.59 32.85 

5.07 20.06 20.09 1.67 46.65 28.06 21.06 30034 25.63 25.67 

0.65 24.01 24.01 1.40 39.24 28.00 21.00 32340 4.66 4.66 

          

          

          

          

 

Performance Data is for Reference only 
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THIS PRODUCT HAS BEEN TESTED
AND VALIDATED TO BE ACCEPTABLE

IN OUR APPLICATION.

APPROVED BY:_______________________

   PRINT NAME:_______________________
                 TITLE:_______________________

                DATE:_______________________

      COMPANY:_______________________

 1.24

31.5

 

.80

20.3

 15°±10° 

OUTLET

 

9.7

.38 

 

67.8

2.67 

 2.94

74.7

 

 1.31

33.3

 

 3.06

77.6

 

 1.63

41.3

 

 1.24

31.5

 

NAMEPLATE
(MANUFACTURES NAME,
MODEL NUMBER
DATE OF MFG & SERIAL NUMBER)

INTAKE

 

19.8

.78  

62

 2.44

 3.22

81.8

 

1.78

45.2

 MAX

UL STYLE 3266
CSA CL-1252

 12.00±.50

304.8±12.7

 

A150908-51-0
REV.DWG NO.

NOTES:
LEADS: (2). RED: 20 AWG 19-28 VDC, BLACK: 20 AWG, GROUND.1.
ROHS AND REACH COMPLIANCE. REFERENCE AMETEK ENVIRONMENTAL2.
SPECIFICATION ES0010 FOR DETAILS.


