
Total Power Flow Rotational Total

Flow Rate Vacuum Current Demand Temperature Speed Efficiency

cfm inch H2O A W °C rpm %

77.79 1.57 11.81 1482.44 21.07 15150 0.97

59.03 46.27 11.71 1468.08 20.80 15570 21.84

42.25 79.76 12.26 1548.48 20.68 16620 25.54

31.02 98.82 12.15 1532.66 20.60 17700 23.47

21.75 114.73 11.99 1509.62 20.52 19080 19.40

0.16 148.28 9.24 1122.81 20.43 21750 0.25

Total Power Flow Rotational Total

M Flow Rate Vacuum Current Demand Temperature Speed Efficiency

E cfm inch H2O A W °C rpm %

T 75.69 1.19 17.50 1263.81 20.09 14670 0.84

R 59.64 43.65 17.36 1253.88 19.92 15000 22.09

I 50.08 60.52 17.25 1244.73 19.82 15300 26.63

C 38.98 78.98 17.17 1239.37 19.72 15840 27.61

30.45 93.56 16.92 1222.87 19.66 16650 25.67

D 19.92 110.12 16.14 1166.52 19.61 17970 20.81

A 0.03 145.54 13.78 980.14 19.49 21480 0.05

T

A

Note:  Metric Performance data is calculated from the ASTM data above.

* Data represents performance of a typical motor sampled from a large production quantity.  Individual motor data may vary.

WARNING   
When using Ametek motors in machines that come in contact with foam, liquid (including water), or other foreign substances, the machine must be 

deisgned and constructed to prevent those substances from reaching the fan system, motor housing and electrical components.  Vacuum motors 

other than hazardous-duty models should not be applied in machines that come in contact with dry chemicals or other volatile materials.  Failure to 

observe these precautions could cause flashing (depending on volatility) or electrical shock, which could result in property damage and severe 

bodily injury, including death in extreme cases.  All applications incorporating motors should be submitted to appropriate organizations or agencies 

for testing specifically related to the safety of your equipment.

WP057BS4-0N22A-0004

Product Bulletin

Windjammer Pro
MECHANICAL

DIAMETER: 5.7" (145mm)

DISCHARGE TYPE: Tangential

DISCHARGE: Ø1.25

APPROXIMATE WEIGHT: 6lbs/2.2kg

PERFORMANCE
FLOW CLASSIFICATION: Standard Flow

STAGES: 4 stage

TEMPERATURE

OPERATING TEMP: 0°C to 50°C
CSTORAGE TEMP: -40°C to 85°C

ELECTRICAL

OPERATING INPUT VOLTAGE RANGE: 100-265 VAC

OPERATING INPUT VOLTAGE: 120/240 VAC

OPTIONAL FEATURES
SPEED CONTROL: 0-10v, Closed Loop, 3 Pin Power 
connection, 5 Pin control Connection, 3 pin status 
output connection

REGULATORY CERTIFICATIONS
COMPLIANCE: RoHS and Reach

UL FILE NUMBER: E94403
AGENCY FULL LOAD AMPS: 20A

0.00

50.00

100.00

150.00

200.00

0.00 50.00 100.00

S
ta

ti
c 

V
a

cu
u

m
 i

n
ch

 H
2

O

FLOW (CFM)

WP057BS4-0N22A-0004 Vacuum vs. Flow

WP057BS4-0N22A-0004 241 V
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